
VESPA PRIMAVERA 80TH 180 I-GET – TECHNICAL SPECIFICATIONS 

TYPE i-Get 4 stroke, 3 valves, singlecylinder

DISPLACEMENT 174.1 cc

BORE X STROKE 61.5 mm x 58.6 mm

MAX POWER
E3 E4 11 kW @ 8250 rpm

MAX TORQUE
E3 E4 13.7 Nm @ 6500 rpm

FUEL SYSTEM Electronic Injection PFI (Port Fuel Injection)

COOLING Forced Air

LUBRIFICATION Wet sump

STARTER Electric

CLUTCH Automatic dry centrifugal clutch with vibration dampers

TRANSMISSION CVT automatic with torque server

LOAD BEARING STRUCTURE Sheet steel shell with welded reinforcements

FRONT SUSPENSION Single arm with coil spring and dual action monoshock 
absorber

REAR SUSPENSION Coil spring adjustable to four positions at preloading, 
and dual action hydraulic monoshock

FRONT WHEEL Die-cast aluminium alloy 3.00×12" – Tubeless 110/70-12"

REAR WHEEL Die-cast aluminium alloy 3.00×12" – Tubeless 120/70-12"

BRAKE SYSTEM ABS one channel

FRONT BRAKE Stainless steel disc, Ø 220 mm with hydraulic control – ABS

REAR BRAKE Hydraulically operated ø 200 mm stainless steel disc brake

FUEL TANK CAPACITY 7.5 ± 0.6 litres

LENGTH/WIDTH/WHEELBASE 1870 / 735 / 1340

EMISSION APPROVAL EURO 3; EURO 4

CONSUMPTION (KM/L) Depends on Markets


